
IN-VEHICLE, WIDE-RANGE, AIR-FUEL RATIO MEASUREMENT
We have it all...

SENSORS & SIMULATOR CONTROLLERSHARNESSES

P/N 1000A-2, 1001A-2
NTK/ECM WIDE-RANGE
(UEGO) AFR SENSORS

or use
EXISTING NTK SENSORS
YOU MAY ALREADY HAVE

P/N AFRSIM200
SIMULATE SENSOR TO VERIFY

SYSTEM PERFORMANCE

ENGINE CONTROL AND MONITORING     LOS ALTOS, CA     (408) 734-3433    WWW.ECM-CO.COM

Complete kits or parts!

P/N 1000A-3/a/b/c,
1001A-3/a/b/c

3’, 10’ and 20’ HARNESSES
or use

EXISTING NTK HARNESSES
YOU MAY ALREADY HAVE

(P/N TH-2009-W1)
or

Pin-compatible upgrades for old NTK controllers

AFM1000 CONTROLLER (P/N 1000A-1)
LINEAR VOLTAGE OUTPUT FOR AFR
“AIR-CALIBRATION” FEATURE

F/A1000 CONTROLLER (P/N 1001A-1)
LINEAR VOLTAGE OUTPUT FOR F/A
“AIR-CALIBRATION” FEATURE

AFM1500 CONTROLLER (P/N 1500A-1)
LINEAR VOLTAGE OUTPUT FOR AFR
“AIR-CALIBRATION” FEATURE
SERIAL MEASUREMENT (SMB) PORTS

F/A1500 CONTROLLER (P/N 1501A-1)
LINEAR VOLTAGE OUTPUT FOR F/A
“AIR-CALIBRATION” FEATURE
SERIAL MEASUREMENT (SMB) PORTS

USE OUR CUSTOM HARNESS
SERVICES TO BUILD THE

IDEAL CABLE



ORDERING INFORMATION

To Order a Complete Kit:

ECM offers complete kits or components.

To Order Parts:
Contact us at sales@ecm-co.com, by telephone at (408) 734-3433, or by fax at (408) 734-3432.

Simply specify the type of control module (i.e. AFM1500, AFM1000, F/A1500, or F/A1000) and
the harness length (i.e. 3’, 10’, or 20’).

For example, an AFM1500 kit with a 10’ harness is ordered as:

“AFM1500 Kit with 10’ Harness”

Kits come complete with the control module, UEGO sensor, 3’, 10’, or 20’ harness, exhaust
boss and plug, and instruction manual.

© ECM, 2003


